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DuraShield 310-61 Joint & Repair System 
(DS310-61 JARS) 

 

PARTS LIST 
I.  Included Parts & Equipment 

!  1 each Ð Partially filled one-gallon bucket of DuraShield 310 Resin labeled ÒBase Coat Ð Part AÓ 
!  1 each Ð Partially filled one-gallon bucket of DuraShield 310 Resin labeled ÒTop Coat Ð Part AÓ 
!  2 each Ð Full pints of Activator 9000 labeled ÒActivator 9000 Ð Part BÓ 
!  2 each Ð Mixing sticks 
!  2 each Ð Brushes 
!  2 sets  Ð Latex gloves 
 

 

II.  Required & Recommended Equipment 
!  Preparation Equipment Ð which would include one of the following: 

!  Abrasive Blast System using minimum 100 psi air supply and 16/30 grit blast media 
!  Angle Grinder - 4!Ó to 9Ó hand-held grinder with 24-grit 3M grinding disk (for coating and/or 

steel), a metal grinding disk (for steel) or equivalent 
!  Cordless or electric drill; chuck size larger than 3/8Ó Ð for mixing the coating 
!  Paint/Epoxy 1"Ó mixing blade Ð for mixing the coating 
!  High pressure air supply with water and oil separator Ð for blasting and/or blow-down 
!  Minimum 80 psi vacuum 
!  Broom or brush 
!  Safety equipment* Ð goggles or glasses, gloves (nitrile or rubber), dust mask 
!  Towels and/or rags 
!  Additional brushes, putty knife, trowel 
!  Duct tape 

 
*Please see MSDS’ for comprehensive information on proper safety equipment. 


